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• Heavy duty drive package includes 260hp splitter box and 225hp right angle boxes. The splitter has 1.75” 20          
wspline input and output shafts, the down boxes have 1.75” 20 spine input shafts and 2.375” down shafts. 
• The drivelines on the FX-315/310 are from Bondioli’s G driveline series Category 6, the 1000rpm input shaft is 
wCateory 5 and the 540 rpm input shaft is a Category 6. Bondioli’s 80 degree SFT Series CV allows for extremely 
wtight turn while still maintaining smooth power transfer. 
• Single domed, sweep clean deck design eliminates excess weight over competitive double deck designs, reduces 
wbuild up of debris and helps prevent rust from moisture.  Rugged seven gauge metal deck has replaceable deck 
wrings to eliminate blade contact with the deck. 
• The side skirt is 13.375” deep and is height adjustable up to 2.5”, this additional room under the deck along with 
whigh blade tip speeds allows for a better cut and better material flow. 
• The center wheel standard is constructed from large 6” O.D. X .25” thick HSS round tubing.  
• The Schulte Precision Hitch eliminates shock loads from the cutter to tractor and reduces drawbar wear.  
• Double safety chains (front and rear), optional full belting (front and rear).  
• The eight inch stroke phasing cyinders reduce the hydraulic pressures required to raise and lower your machine.  
• These cutters can be equipped with the Schulte exclusive 812 (8 bolt) hub and large skid steer (12 x 16.5) tires
won the center section. No other cutter can support this heavy duty configuration. (Shown Below)
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OPTIONS FX-315/310 
Can be equipped with forklift, 
aircraft, laminate or 812 (8 bolt) 
hub with large skid steer tires. 
Optional double chains front 
and rear, full belting front and 
rear, or a combination there of.  
Optional 540 rpm Equal Angle 
Hitch or 540 or 1000rpm CV 
driveline, deck protection rings 
and safety light kit.

Speed Levelling System Self adjusting slip clutches 260HP splitter box Rubber puck centre & wing suspension

Heavy duty, 225hp 
(157kw) gear box with

1.5” input shafts. 
2.375” tapered and 
splined down shafts

Exclusive Pentagon Blade 
Bolt System with C1045 
replaceable bushings, 
provides anti rotational 

resistance & lower stress

Spun formed Stump 
Jumper Pans

 Schulte .25” x 4” Super 
Suction Blades leave 

nothing behind

Extemely strong 517 
hubs & bolt in spindles 
on this cutter to tackle 

any type of terrain

Ultra narrow 99” transport width

SPECIFICATIONS 
Cutting Width
Overall Width 
Overall Length 
Transport Width 
Transport Height  
Deck Thickness 
Weight (Depending on configuration)
Hitch Weight (Depending on configuration)
Minimum Tractor Hp
Recommended Tractor HP 
Cutting Height (Depending on configuration)
Ground Clearance 
Cutting Capacity 
Blade Overlap 
Divider Gearbox Rating 
Center Gearbox Rating 
Blade Tip Speed
    Center
    Wing
Blade Tip Speed
    Center
    Wing 
Wing Working Range
Wing Floating Range
Perimeter Tubing 

FX-315
180” (4.57 m)
190” (4.83 m) 
198” (5.03 m) 
99” (2.52 m) 
84” (2.13 m) 
7GA (.1875”, 4.6mm)
5665 lbs 
2120 lbs 
65 HP (49 kW) 
85 HP (63 kW) 
.625” to 17.5” 
16.75” (42.5mm) 
3.5” (89mm) 
6.5” (165mm) 
260HP (194kw) 
225hp (168kw)* 
540 rpm 
15980 ft/min (4871 m/min)
15459 ft/min (4711 m/min)
1000 rpm 
15974 ft/min (4869 m/min) 
15708 ft/min (4788 m/min) 
25° down to 103° up 
25° down to 40° up 
(2.5” X 2.5” x .1875”) 
(2.5” X 2.5” x.25”)
(3” X 2” X .1875”)

FX-310
126” (3.20 m)
137” (3.50 m) 
198” (5.03 m) 
92” (2.34 m) 
84” (2.13 m) 
7GA (.1875”, 4.6mm)
5060 lbs 
1900 lbs 
50 HP (37 kW) 
75 HP (56 kW) 
.625” to 17.5” 
16.75” (42.5mm) 
3.5” (89mm) 
6.5” (165mm) 
260 HP (194kw) 
225 HP (168kw)* 
540 rpm 
15980 ft/min (4871 m/min)
15459 ft/min (4711 m/min)
1000 rpm 
15974 ft/min (4869 m/min) 
15708 ft/min (4788 m/min) 
25° down to 103° up 
25° down to 40° up 
(2.5” X 2.5” X .1875”) 
(2.5” X 2.5” X .25”)
(3” X 2” X .1875”)

The FX-315 15’ and the FX-310 10’ rotary cutters are 
well suited for interstate and county road work

FX-310 10 foot version shown


